Embedded System

Intel Core 2 Duo Embedded System

AR-ES0892
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SPECIFICATION

System Mechanical & Environment
CPU Intel FSB 533MHz & 667 MHz Core 2 Duo, Core Duo, Construction Aluminum Housing
,,,,,,,,,,,,,,,,,,,,,,,,,,, Core Solo and Celeron M processors Color  BluecolorpowerlED
Chipset Intel 945GME+Intel ICH7M Dimension 310 mm x 210 mm x 70mm
FrontSideBus  667MHz  _______  PowerSupply 90~260V AC Input, 120W ATX Power Supply
Memory Two SO-DIMM socket support 400MHz to 667MHz DDR2 Power Mode ATX
,,,,,,,,,,,,,,,,,,,,,,,,,,, SDRAMupto26¢B Indicator  HDDLED
Blos Award Operating Temp.  0~50°C(32~122°F)
RIC o System Storage Temp. -20~80°C(-4~176°F)
Hardware Yes Relative Humidity 0 to 90% @ 40°C, non-condensing
,3"\,,9?!:195',",9,1_: ,,,,,,,,,, S e e Packing List
atchDog Timer oftware programmable 1~ sec.
Security TRM2 e 1. AR-ES0892
,,,,,,,,,,,,,,,,,,,,,,,,,,, ProtectU
oS Windows XP, XP Embedded, Linux
Video
Video Controller Intel 945G integrated GMA 950 graphic controller
Video Interface VGA port
DVI_D port
Dual 18-bit LVDS port
TV Out (S-Video and Compose Video pin header) 10. 4 x Screws for mounting bracket
Ethernet Ordering Information
Connector RJAS AR-ES0892FL440 :Celeron M 440, 512MB DDRII, 120W Power Supply
Controller Realtek RTL8100C (10/100)
Storage
IDE Two PATA disk interface (40 & 44 pin connector)
SSD 1 x Compact Flash socket
110
Serial Port A D-SUB44 I/O connector includes 5 RS-232C
serial ports
,,,,,,,,,,,,,,,,,,,,,,,,,,, RS282x1
USBPort 6xUsB20
Audio Audio Line Out

Audio Line In

Audio Mic In
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